ISO Construction Codes
1 - Frame
Buildings with interior walls, exterior walls, floors and roofs made with combustible materials (usually wood).  However, some exterior walls may be constructed with noncombustible or slow-burning materials.  The use of masonry veneer and metal clad do not change the construction.

2 - Joisted Masonry
Buildings in which combustible materials like wood are combined with other materials such as brick or stone veneer, wood iron clad or stucco.  Concrete block, masonry or reinforced masonry load bearing exterior walls also fit into this classification.  Typically these buildings are constructed with wood frames, roofs and floors.

3 - Noncombustible
Buildings with exterior walls, floors, roofs and supports made up of slow-burning and noncombustible materials.  Steel frames are common in this classification, and mixed in with masonry fill, brick veneer, metal sheathing and an exterior insulation finishing system.  In multi-story noncombustible construction, floors are concrete on a steel frame with a steel deck.

4 - Masonry Noncombustible
Buildings in which the exterior walls are constructed of masonry materials, not less than four inches thick.  The floor and roof are constructed with metal or other noncombustible materials.  Generally, concrete block, reinforced masonry or tilt-up concrete walls are combined with heavy steel framing.

5 - Modified or Semi-Fire Resistive
[bookmark: _GoBack]Buildings with exterior walls, floors and roofs made up of masonry materials that are no less than four inches thick.  Exterior nonbearing walls and panels may be slow-burning or combustible.  Protected steel, concrete or heavy masonry walls and floors are common in this classification.

6 - Fire Resistive
This classification requires walls of masonry materials, including reinforced concrete, not less than four inches thick.  Hollow masonry is a possibility, but not less than eight inches thick.  Exterior bearing walls must be made of noncombustible materials, but exterior nonbearing walls may be built from combustible materials. 
